OPTIONAL PARAGRAPH

MAY BE ALTERED, BUT SHOULD CONTAIN SUBSTANTIALLY THE SAME INFORMATION 

6.13 
TELECOMMUNICATIONS: DISTRIBUTION AND EQUIPMENT 


A. BUILDING SHELL:
 
Sufficient space shall be provided on the floor(s) where the Government occupies space for the purposes of terminating telecommunications service into the building.  The building’s telecommunication closets located on all floors shall be vertically stacked.  Telecommunication switchrooms, wire closets, and related spaces shall be enclosed. The enclosure shall not be used for storage or other purposes and shall have door(s) fitted with an automatic door-closer and deadlocking latch bolt with a minimum throw of ½ inch.  

(a) Telecommunications switchrooms, wire closets, and related spaces shall meet applicable EIA/TIA (Electronic Industries Association/Telecommunications Industry Association) standards.  These standards include EIA/TIA-568, “Commercial Building Telecommunications Cabling,” EIA/TIA-569, “Commercial Building Standard for Telecommunication Pathways and Space,” EIA/TIA-570, “Residential and Light Commercial Telecommunications Wiring Standard,” and EIA/TIA-607, “Commercial Building Grounding and Bonding Requirements for Telecommunication.”

(b) Telecommunications switchrooms, wire closets, and related spaces shall meet applicable NFPA (National Fire Protection Association) standards.  Bonding and grounding shall be in accordance with NFPA Standard 70, National Electrical Code, other applicable NFPA standards, and/or local code requirements.

B.  TENANT IMPROVEMENT INFORMATION:


(a) 
Telecommunications floor or wall outlets shall be provided as required.  At a minimum, each outlet shall house one four-pair wire jack for voice and one four-pair wire jack for data.  The lessor shall ensure that all outlets and associated wiring, copper, coaxial cable, optical fiber or other transmission medium used to transmit telecommunications (voice, data, video, Internet, or other emerging technologies) service to the workstation will be safely concealed under raised floors, in floor ducts, walls, columns or molding.  All outlets/junction boxes shall be provided with rings and pull strings to facilitate the installation of cable. Some transmission medium may require special conduit, inner duct or shielding as specified by the Government.

6.14 
TELECOMMUNICATIONS: LOCAL EXCHANGE ACCESS (date of revised SFO)


A.  BUILDING SHELL
(b) 
The lessor shall allow the Government’s designated telecommunications providers access to utilize existing building wiring to connect its services to the Government’s space. If the existing building wiring is insufficient to handle the transmission requirements of the Government’s designated telecommunications providers, the lessor shall provide access from the point of entry into the building to the Government’s floor space, subject to any inherent limitations in the pathway involved. 

(c) 
The lessor shall allow the Government’s designated telecommunications providers to affix telecommunications antennae (High Frequency, mobile, microwave, satellite or other emerging technologies), subject to weight and wind load conditions, to roof, parapet, or building envelope as required. Access from the antenna(e) to the leased space shall be provided.

(d)  
The lessor shall allow the Government’s designated telecommunications providers to affix antennae and transmission devices throughout its leased space and in appropriate common areas frequented by the Government’s employees so as to allow the use of wireless telephones and communications devices necessary to conduct business.  


B.  TENANT IMPROVEMENT INFORMATION

Should the Government’s security requirements require sealed conduit to house the telecommunications transmission medium, the lessor shall provide such conduit at the expense of the Government.

